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REGULATIONS

AGRICAMP DRIP PIPES
SDR21-PN2,5

MONOLAYER
LDPE AGRICAMP
Black

Structure
Material
Color

GENERAL FEATURES

Structure
Color
Ultraviolet protection
Longitudinal shrinkage
Elongation at break
MFI (190º,5Kg)
Cracking resistance
Opacity
Internal pressure resistance

20º          100h                7MPa
80º          165h            2.5MPa
80º        1000h               2MPa

MONOLAYER LDPE
Black
Yes
≤3%
≥350%
±20% with respect to the compound
Antickracking
Yes

No failures
No failures
No failures

TECHNICAL FEATURES

PRODUCTLDPE MATERIAL
<950 kg/m3
≤1.5 g/600s
>10 Mpa
≤4%
2-3%
≥ 0.20 min

Density
MFI (190º,2.16Kg)
Tensile strenght Pigment 
Dispersion 
Carbon Black Content
T.I.O (210ºC)

UNE EN 12201 Plastics piping systems for water supply, and for drainage and sewerage under 
pressure – Polyethylene (PE)

RP 001.01 Polyethylene (PE) pipes for water supply and pressurized sewerage systems
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SDR21-PN2,5

CODE NOMINAL DIAMETER (mm) d INT. DIAMETER  (mm) di THICKNESS  (mm) e PRESSURE (atm)

101016136 16 13,6 1,2 2,5
101916136 16 13,6 1,2 2,5
101516136 16 13,6 1,2 2,5
101002012 20 17,4 1,3 2,5


