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RD 3/2023 Establishes the health and technical criteria of water intended for human consumption, 
and the control and supply of same.

UNE EN 12201 Plastics piping systems for water supply, and for drains and sewers under pressure - 
Polyethylene (PE) 

REPOLEN PE100 FITTINGS

REGULATIONS

SOCKET  Ø16 - 125mm

WELDING

Scan this QR code to see 
the welding instructions

PE-100 MATERIAL

959-965 kg/m3
0,22-0,32 g/10min
≤ 3,0 mg/kg
2,1-2,5 %
> 179 kJ/m2

38 MPa
> 600 %
1000 Mpa
128 ºC

0,37 w/mk

≥ 0,20 min
70ºC

0,220 mm/mºC

TECHNICAL FEATURES

Material
Density
MFI (190º,5Kg)
Pigment Dispersion 
Carbon Black Content
Impact resistance Charpy method 
notched at 23ºC
Tensile strenght at break
Elongation at break
Modulus of elasticity
VICAT (Softening temperature) 
9.8N
Thermal conductivity coeficient 
(ƛƛ)
T.I.O (210ºC)
HDT Heat deflection temperature 
at  0.45MPa
Linear thermal expansion 
coefficient (ɑɑ)

UNE-EN ISO 1183-1
UNE-EN ISO 1133-1
ISO 18553
UNE-EN ISO 6964
UNE-EN ISO 179-2

UNE-EN ISO 527-2
UNE-EN ISO 527-2
UNE-EN ISO 527-1, -2
UNE-EN ISO 306

UNE-EN ISO 22007

UNE-EN 728
UNE-EN ISO 75

DIN 53752

High density Poliethylene Color
Recyclability
Ultraviolet protection
Opacity
Roughness (k)
Internal preassure resistance

20º          100h              12MPa
80º           165h           5.4MPa
80º         1000h              5MPa

Longitudinal shrinkage
Elongation a break
MFI (190º, 5Kg)

Black
100%
Yes
Yes
0,003 mm

No failures
No failures
No failures
≤3%
≥350%
± 20% with respect 
to the compound

PRODUCT

UNE-EN ISO 7686
UNE 82305
UNE-EN ISO 1167

UNE-EN ISO 2505
UNE-EN ISO 6259
UNE-EN ISO 1133
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NOMINAL DIAMETER (mm) d INT. DIAMETER INLET (mm) INT. DIAMETER BOTTOM (mm) OVALATION  (mm) MINIMUM THROUGHFLOW (mm) LENGTH OF THE WELD ZONE (mm)

16 15,2+0,3 15,1+0,3 <0,4 >9 >13,3
20 19,2+0,3 19+0,3 <0,4 >13 >14,5
25 24,1+0,4 23,9+0,4 <0,4 >18 >16
32 31,1+0,4 30,9+0,4 <0,5 >25 >18,1
40 39+0,4 38,8+0,4 <0,5 >31 >20,5
50 48,9+0,5 48,7+0,5 <0,6 >39 >23,5
63 62+0,4 61,6+0,5 <0,6 >49 >27,4
75 74,3+0,5 73+0,5 <0,7 >59 >30
90 89,3+0,6 87,9+0,6 <1 >71 >33

110 109,4+0,6 107,7+0,6 <1 >87 >37
125 122,4+0,6 122,6+0,6 <1 >99 >40


